
"\r\n

\r\n

\r\n

\r\n

\r\n

\u4ea7\u54c1\u7279\u70b9<\/h3>\r\n

\u5587\u53ed\u5929\u7ebf\u662f\u9762\u5929\u7ebf\uff0c\u6ce2\u5bfc\u7ba1\u7ec8\u7aef\u6e10\u53d8\u5f20\u5f00\u7684\u5706\u5f62\u621

\u5587\u53ed\u5929\u7ebf\u7684\u7ed3\u6784\u6bd4\u8f83\u7b80\u5355\uff0c\u65b9\u5411\u56fe\u4e5f\u6bd4\u8f83\u7b80\u5355\u800c\u5

<\/div>\r\n

\r\n

\u4e3b\u8981\u53c2\u6570<\/h3>\r\n \r\n \r\n \r\n \r\n \r\n \r\n \r\n \r\n \r\n

\u53c2\u6570<\/th>\r\n \u6700\u5c0f<\/th>\

r\n

\u5178\u578b<\/th>\

r\n

\u6700\u5927<\/th>\

r\n

\u5355\u4f4d<\/th>\r\n <\/tr>\r\n <\/thead>\r\n

\u5de5\u4f5c\u9891\u7387<\/td>\r\n 49.8<\/td>\r\n ~<\/td> 75.8<\/td>\r\n GHz<\/td>\r\n <\/tr>\r\n

\u589e\u76ca<\/td>\r\n <\/td>\r\n 25<\/td>\r\n <\/td>\r\n dBi<\/td>\r\n <\/tr>\r\n

\u9a7b\u6ce2\u6bd4<\/td>\r\n <\/td>\r\n 1.6<\/td>\r\n <\/td>\r\n <\/td>\r\n <\/tr>\r\n

3dB\u6ce2\u675f\u5bbd\u5ea6<\/td
>\r\n

<\/td>\r\n 10<\/td>\r\n <\/td>\r\n \u00b0<\/td>\r\n <\/tr>\r\n \r\n \r\n <\/tbody>\r\n <\/table>\r\n <\/div>\r\n

\u5176\u5b83\u53c2\u6570<\/h3>\r\n

\u6781\u5316\u65b9\u5f0f<\/t
d>

\u7ebf\u6781\u5316 <\/td><\/tr>

\u529f\u7387\u5bb9\u91cf<\/
td>

10W<\/td><\/tr>

\u63a5\u53e3\u5f62\u5f0f<\/t
d>

1.85 -K<\/td><\/tr>

\u5916\u5f62\u5c3a\u5bf8<\/t
d>

50*50*170mm<\/td><\/tr>

\u4f30\u7b97\u91cd\u91cf<\/t
d>

0.5Kg<\/td><\/tr>

\u8868\u9762\u5904\u7406<\/
td>

\u6d77\u7070\u8272\u70e4\u6f06<\/td><\/tr>

\u5de5\u4f5c\u6e29\u5ea6<\/
td>

-25~+45\u2103\u8bbe\u8ba1\u4fdd\u8bc1<\/td><\/tr>

\u50a8\u5b58\u6e29\u5ea6<\/
td>

-45~+75\u2103\u8bbe\u8ba1\u4fdd\u8bc1<\/td><\/tr><\/tbody><\

<\/h3>

\u5916\u5f62\u7ed3\u6784\u56fe\uff08mm\u

<\/p><\/div>\r\n

\r\n

\u6ce8\u610f\u4e8b\u9879<\/h3>\r\n

1\u3001\u5929\u7ebf\u4e3a\u7cbe\u5bc6\u8

\r\n

2\u3001\u4e25\u7981\u79c1\u81ea\u62c6\u5

3\u3001\u4e3a\u4fdd\u8bc1\u5929\u7ebf\u6

f53\u9760\u8fd1\uff1b<\/p>\r\n

4 \u3001\u4e25\u7981\u5728\u96f7\u96e8\u

5 \u3001\u5929\u7ebf\u542b\u6709\u7535\u

\r\n \r\n \r\n <\/div>\r\n <\/div>\r\n <\/div>\r\

Standard horn antenna ZLB7-B49.8-75.8G-1703

COM-MW TECHNOLOGY

Note: The specifications and performance data contained in this data sheet are based on tests established by CMW.
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